Residential Single Family Overhead

Scope

This application applies to single family residential dwellings requesting overhead electric service.

Service is provided via overhead conductors from Evergy’s distribution system.

Mounting Types

e Dwelling Mounted — Through Roof (Guyed or Unguyed)

e Dwelling Mounted — Under Eave

e Pole Mounted — Customer Owned

e  Ground Mounted — From Pole

Notes:

Grounding

Maximum Service Span Length

Size of Service Entrance

Service Length,

200 Amp

90 ft. or less

400 Amp

70 ft. or less

1. Contact the Company for longer span lengths

Customers are responsible for grounding their electrical system on the load side of the meter, in accordance with NEC
requirements. Grounding must not be installed inside or on the meter enclosure. Evergy does not inspect or verify
grounding installations beyond the service point.
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Residential Service

Scope

This document outlines the general requirements and service parameters for residential electric service installations within

Evergy’s service territory.

Service Confiqurations

Evergy offers residential services in the following configurations:

¢ Residential Single Family Overhead (RSFO).

e Residential Single Family Underground (RSFU).

e Residential Multifamily Overhead (RMFO).

¢ Residential Multifamily Underground (RMFU).

Upon request, Evergy will specify the type of electric service available at a given location.

Service Capacity Limit

Maximum overhead service: 400 amps.
Maximum underground service: 800 amps.

Meter Pole

If the service is not on a Company-owned pole, the customer must provide, install, and maintain the pole. The Company
can provide and install the pole for the service mast and may require payment from the customer. The customer is
responsible for ownership and maintaining the pole. The customer shall provide and maintain all other equipment. Meter

poles must be accessible by service truck.
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Metering Setup Service Manufacturer Part Number
SINGLE POSITION SINGLE SOCKET 3W 200 AMP EATON 1010291CH
SINGLE POSITION COMBINATION
METER/BREAKER 3W 200 AMP MILBANK U5168-XL-200-KK-IL-5TOW-EVE
SINGLE POSITION COMBINATION
METER/BREAKER 3W 200 AMP MILBANK U5168XL200KKILSTOWEVE
SINGLE POSITION SINGLE SOCKET 3W 200 AMP DURHAM 1010291
SINGLE POSITION SINGLE SOCKET 3W 200 AMP TALON UAT817-XVZKCPL
SINGLE POSITION COMBINATION
METER/BREAKER 3W 400 AMP MILBANK U6585X2200K3L5TOWILEVE
SINGLE POSITION SINGLE SOCKET 3W 400 AMP TALON 47705-82KCPL
SINGLE POSITION SINGLE SOCKET 3W 400 AMP MILBANK U4702-X-5T9-K3-K2-IL
SINGLE POSITION COMBINATION
METER/BREAKER 3W 200 AMP MILBANK U5168-XL-150-KK-IL-5TOW-EVE
SINGLE POSITION SINGLE SOCKET 3W 200 AMP MILBANK U7043-XL-TG-KK-IL-5T9W
SINGLE POSITION COMBINATION
METER/BREAKER 3W 200 AMP MILBANK U5168-XL-100-KK-IL-5TOW-EVE
SINGLE POSITION COMBINATION
METER/BREAKER 3W 400 AMP MILBANK U6602-X-2/200-K3L-5T9-EVE
SINGLE POSITION SINGLE SOCKET 3W 400 AMP MILBANK U2448-X-5T9-K3-K2-IL
SINGLE POSITION COMBINATION
METER/BREAKER 3W 400 AMP MILBANK U6601-X-2/200-K3L-5T9-EVE
SINGLE POSITION COMBINATION
METER/BREAKER 3W 400 AMP MILBANK U6603-X-2/200-K3L-5T9-EVE
SINGLE POSITION SINGLE SOCKET 3W 200 AMP EATON UGHTRS233CCH
SINGLE POSITION SINGLE SOCKET 3W 400 AMP DURHAM UG-H4300U-KC
SINGLE POSITION COMBINATION
METER/BREAKER 3W 400 AMP MILBANK U6227-X-400-K3L-IL-5TOW-EVE
SINGLE POSITION COMBINATION
METER/BREAKER 3W 400 AMP MILBANK U6229-X-400-K7L-IL-EVE
EVERGY DRAWN RSFO GENERAL
zevergy SERVICE DATE METERING 8110.1-001
STANDARDS | 4/8/2026 ACTIVE Sheet 10f 1




Service Manufacturer Part Number Kit Service Application
3W 200 AMP ConnectDER Solar MSA RSFO
EVERGY DRAWN RSFO GENERAL
> evergy SERVICE DATE METER COLLAR 8110.11'001
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Number Item Requirement Provided | Installed | Maintained
By By By
1 Service Drop Triplex Evergy Evergy Evergy
* Drip loop to top of finished grade 10'
2 Drip Loop [n||3nrlir;rorgb to roof 1' 6" minimum (when Customer | Customer Customer
applicable).
Service Point (Point of
3 Delivery) Con(nection =gy Sy Sy
Service Point (Point of Delivery)
5 Clamp Service Drop Evergy Evergy Evergy
* Point of attachment to top of finished grade
12" minimum.
* Point of attachment to roof 3' maximum.
* Point of Attachment to weatherhead 1'
6 Point of Attachment minimum. Customer | Customer Customer
When Guyed *» Support 900 pounds of tension.
* One per service drop.
+ Shall not be attached to a conduit where a
coupling is located above the last point of
securement.
7 Service Conductor Customer | Customer Customer
» Weatherhead to top of finished grade 18’
maximum.
8 Weatherhead - Weatherhead to roof 4' maximum (when Customer | Customer Customer
applicable).
9 Conduit Service Customer | Customer Customer
Conductor
10 Attachment Guy » Guying need_s to SL_JppIement the 900 pound Customer | Customer Customer
Support attachment point rating.
11 Guy Wire Customer | Customer Customer
12 Thimble Guy Support Customer | Customer Customer
13 Bolt Guy Support Customer | Customer Customer
* As Required.
14 Conduit Strap * Location and quantity not determined by Customer | Customer Customer
Evergy.
15 Meter Socket Hub Customer | Customer Customer
Meter Socket Single * Bottom of left s_ide and left of bottom side of
16 Positi meter sockets with UG feeds are reserved for Customer | Customer Customer
osition 3W
Evergy conductors.
Evergy Billing Meter * Top of finished grade to center of meter
7 ¥ 3w ) heig%t must be 496" to 5'6". SR S S
18 Neutral Location
19 Service Entrance Customer | Customer Customer
Conductor
20 Conduit Service Customer | Customer Customer
Entrance Conductor
* FMD for building.
21 Firs_t Means Of * First Place Neutral and ground can bonded Customer | Customer Customer
Disconnect together.
* Location not determined by Evergy.
EVERGY DRAWN RSFO DWELLING MOUNTED THROUGH ROOF GUYED
zevergy SERVICE DATE SINGLE CAN, SINGLE POSITION 8111.10-032
STANDARDS 41712026 3W 120/240, 200 AMP Sheet 5 of 5
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Number Item Requirement Provided | Installed | Maintained
By By By
1 Service Drop Triplex Evergy Evergy Evergy
* Drip loop to top of finished grade 10'
2 Drip Loop [n||3nrlir;rorgb to roof 1' 6" minimum (when Customer | Customer Customer
applicable).
Service Point (Point of
3 Delivery) Con(nection =gy Sy Sy
Service Point (Point of Delivery)
5 Clamp Service Drop Evergy Evergy Evergy
* Point of attachment to top of finished grade
12" minimum.
* Point of attachment to roof 3' maximum.
* Point of Attachment to weatherhead 1'
6 Point of Attachment minimum. Customer | Customer Customer
When Guyed *» Support 900 pounds of tension.
* One per service drop.
+ Shall not be attached to a conduit where a
coupling is located above the last point of
securement.
7 Service Conductor Customer | Customer Customer
» Weatherhead to top of finished grade 18’
maximum.
8 Weatherhead - Weatherhead to roof 4' maximum (when Customer | Customer Customer
applicable).
9 Conduit Service Customer | Customer Customer
Conductor
10 Attachment Guy » Guying need_s to SL_JppIement the 900 pound Customer | Customer Customer
Support attachment point rating.
11 Guy Wire Customer | Customer Customer
12 Thimble Guy Support Customer | Customer Customer
13 Bolt Guy Support Customer | Customer Customer
* As Required.
14 Conduit Strap * Location and quantity not determined by Customer | Customer Customer
Evergy.
15 Meter Socket Hub Customer | Customer Customer
Meter Socket Single * Bottom of left s_ide and left of bottom side of
16 Positi meter sockets with UG feeds are reserved for Customer | Customer Customer
osition 3W
Evergy conductors.
Evergy Billing Meter * Top of finished grade to center of meter
7 ¥ 3w ) heig%t must be 496" to 5'6". SR S S
18 Neutral Location
19 Service Entrance Customer | Customer Customer
Conductor
20 Conduit Service Customer | Customer Customer
Entrance Conductor
* FMD for building.
21 Firs_t Means Of * First Place Neutral and ground can bonded Customer | Customer Customer
Disconnect together.
* Location not determined by Evergy.
EVERGY DRAWN RSFO DWELLING MOUNTED THROUGH ROOF GUYED
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Number Item Requirement Provided | Installed | Maintained
By By By
1 Service Drop Triplex Evergy Evergy Evergy
* Drip loop to top of finished grade 10'
2 Drip Loop [n||3nrlir;rorgb to roof 1' 6" minimum (when Customer | Customer Customer
applicable).
Service Point (Point of
3 Delivery) Con(nection =gy Sy Sy
Service Point (Point of Delivery)
5 Clamp Service Drop Evergy Evergy Evergy
* Point of attachment to top of finished grade
12" minimum.
* Point of attachment to roof 3' maximum.
* Point of Attachment to weatherhead 1'
6 Point of Attachment minimum. Customer | Customer Customer
When Guyed *» Support 900 pounds of tension.
* One per service drop.
+ Shall not be attached to a conduit where a
coupling is located above the last point of
securement.
7 Service Conductor Customer | Customer Customer
» Weatherhead to top of finished grade 18’
maximum.
8 Weatherhead - Weatherhead to roof 4' maximum (when Customer | Customer Customer
applicable).
9 Conduit Service Customer | Customer Customer
Conductor
10 Attacéhment Guy » Guying need_s to SL_JppIement the 900 pound Customer | Customer Customer
upport attachment point rating.
11 Guy Wire Customer | Customer Customer
12 Thimble Guy Support Customer | Customer Customer
13 Bolt Guy Support Customer | Customer Customer
* As Required.
14 Conduit Strap * Location and quantity not determined by Customer | Customer Customer
Evergy.
15 Meter Socket Hub Customer | Customer Customer
Meter Socket Combo * Bottom of left s_ide and left of bottom side of
16 3W meter sockets with UG feeds are reserved for Customer | Customer Customer
Evergy conductors.
Evergy Billing Meter * Top of finished grade to center of meter
7 ¥ 3w ) heig%t must be 496" to 5'6". SR S S
18 Neutral Location
» FMD for building.
19 Firs_t Means Of * First Place Neutral and ground can bonded Customer | Customer Customer
Disconnect together.
* Location not determined by Evergy.
EVERGY DRAWN RSFO DWELLING MOUNTED THROUGH ROOF GUYED 8 032
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Number Item Requirement Provided | Installed | Maintained
By By By
1 Service Drop Triplex Evergy Evergy Evergy
* Drip loop to top of finished grade 10'
2 Drip Loop [n||3nrlir;rorgb to roof 1' 6" minimum (when Customer | Customer Customer
applicable).
Service Point (Point of
3 Delivery) Con(nection =gy Sy Sy
Service Point (Point of Delivery)
5 Clamp Service Drop Evergy Evergy Evergy
* Point of attachment to top of finished grade
12" minimum.
* Point of attachment to roof 3' maximum.
* Point of Attachment to weatherhead 1'
6 Point of Attachment minimum. Customer | Customer Customer
When Guyed *» Support 900 pounds of tension.
* One per service drop.
+ Shall not be attached to a conduit where a
coupling is located above the last point of
securement.
7 Service Conductor Customer | Customer Customer
» Weatherhead to top of finished grade 18’
maximum.
8 Weatherhead - Weatherhead to roof 4' maximum (when Customer | Customer Customer
applicable).
9 Conduit Service Customer | Customer Customer
Conductor
10 Attacéhment Guy » Guying need_s to SL_JppIement the 900 pound Customer | Customer Customer
upport attachment point rating.
11 Guy Wire Customer | Customer Customer
12 Thimble Guy Support Customer | Customer Customer
13 Bolt Guy Support Customer | Customer Customer
* As Required.
14 Conduit Strap * Location and quantity not determined by Customer | Customer Customer
Evergy.
15 Meter Socket Hub Customer | Customer Customer
Meter Socket Combo * Bottom of left s_ide and left of bottom side of
16 3W meter sockets with UG feeds are reserved for Customer | Customer Customer
Evergy conductors.
Evergy Billing Meter * Top of finished grade to center of meter
7 ¥ 3w ) heig%t must be 496" to 5'6". SR S S
18 Neutral Location
» FMD for building.
19 Firs_t Means Of * First Place Neutral and ground can bonded Customer | Customer Customer
Disconnect together.
* Location not determined by Evergy.
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Number Item Requirement Provided | Installed | Maintained

By By By
1 Service Drop Triplex Evergy Evergy Evergy
* Drip loop to top of finished grade 10'
. minimum.
2 Drip Loop « Drip loop to roof 1' 6" minimum (when Customer | Customer Customer
applicable).

Service Point (Point of
Delivery) Connection

Evergy Evergy Evergy

Service Point (Point of Delivery)
5 Clamp Service Drop Evergy Evergy Evergy
* Point of attachment to top of finished grade
12" minimum.

* Point of attachment to roof 2' maximum.
« Point of Attachment to weatherhead 1'
6 Point of Attachment minimum Support 900 pounds of tension. Customer | Customer Customer
* One per service drop.

« Shall not be attached to a conduit where a
coupling is located above the last point of

securement.
7 Service Conductor Customer | Customer Customer
» Weatherhead to top of finished grade 18'
8 Weatherhead in\?v)geruﬁghead to roof 4' maximum (when Customer | Customer Customer
applicable).
9 Conduit Service Customer | Customer Customer
Conductor
* As Required.
10 Conduit Strap * Location and quantity not determined by Customer | Customer Customer
Evergy.
11 Meter Socket Hub Customer | Customer Customer
Meter Socket Sinale « Bottom of left side and left of bottom side of
12 Position 3W 9 meter sockets with UG feeds are reserved for Customer | Customer Customer
Evergy conductors.
Evergy Billing Meter * Top of finished grade to center of meter
13 ¥ 3w ° heig%t must be 496" to 5'6". SEIEY SR SR
14 Neutral Location
15 Service Entrance Customer | Customer Customer
Conductor
16 Enct:r?e;%l:tcsoenrc\j/fcetor Customer | Customer Customer
» FMD for building.
17 Flrs_t Means Of * First Place Neutral and ground can bonded Customer | Customer Customer
Disconnect together.
* Location not determined by Evergy.
EVERGY DRAWN RSFO DWELLING MOUNTED THROUGH ROOF UNGUYED 8112.10-032
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Number Item Requirement Provided | Installed | Maintained

By By By
1 Service Drop Triplex Evergy Evergy Evergy
* Drip loop to top of finished grade 10'
. minimum.
2 Drip Loop « Drip loop to roof 1' 6" minimum (when Customer | Customer Customer
applicable).

Service Point (Point of
Delivery) Connection

Evergy Evergy Evergy

Service Point (Point of Delivery)
5 Clamp Service Drop Evergy Evergy Evergy
* Point of attachment to top of finished grade
12" minimum.

* Point of attachment to roof 2' maximum.
« Point of Attachment to weatherhead 1'
6 Point of Attachment minimum Support 900 pounds of tension. Customer | Customer Customer
* One per service drop.

« Shall not be attached to a conduit where a
coupling is located above the last point of

securement.
7 Service Conductor Customer | Customer Customer
» Weatherhead to top of finished grade 18'
8 Weatherhead in\?v)geruﬁghead to roof 4' maximum (when Customer | Customer Customer
applicable).
9 Conduit Service Customer | Customer Customer
Conductor
* As Required.
10 Conduit Strap * Location and quantity not determined by Customer | Customer Customer
Evergy.
11 Meter Socket Hub Customer | Customer Customer
Meter Socket Sinale « Bottom of left side and left of bottom side of
12 Position 3W 9 meter sockets with UG feeds are reserved for Customer | Customer Customer
Evergy conductors.
Evergy Billing Meter * Top of finished grade to center of meter
13 ¥ 3w ° heig%t must be 496" to 5'6". SEIEY SR SR
14 Neutral Location
15 Service Entrance Customer | Customer Customer
Conductor
16 Enct:r?e;%l:tcsoenrc\j/fcetor Customer | Customer Customer
» FMD for building.
17 Flrs_t Means Of * First Place Neutral and ground can bonded Customer | Customer Customer
Disconnect together.
* Location not determined by Evergy.
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https://apps.evergy.com/ServiceWork?_ga=2.99890910.1559645052.1770232280-2140514507.1770137009

































evergy.com/service-type-decision
evergy.com/service-type-decision
https://ss.evergy.com/Electric%20Equipment%20Joint%20Use%20Standards%20Rev.%201%2004.19.19.pdf
https://ss.evergy.com/Electric%20Equipment%20Joint%20Use%20Standards%20Rev.%201%2004.19.19.pdf



https://www.evergy.com/-/media/documents/billing/kansas-central/general-terms-and-conditions/8---line-extension-policy.pdf
https://www.evergy.com/-/media/documents/billing/kansas-metro/rules_and_regulations_ks/line-extensions-and-distribution-policies-081619.pdf?la=en
https://www.evergy.com/-/media/documents/billing/missouri/rules_and_regulations_mo/extension-policy-081619.pdf
https://www.evergy.com/-/media/documents/billing/missouri/rules_and_regulations_mo/missouri-west/extension-of-electric-facilities-081419.pdf






evergy.com/ess-rsfo
evergy.com/ess-rsfu
evergy.com/ess-rmfo
evergy.com/ess-rmfu
evergy.com/ess-csoo
evergy.com/ess-csou
evergy.com/ess-cmfo
evergy.com/ess-cmfu-ext
evergy.com/ess-cmfu-int
evergy.com/ess-cmoo
evergy.com/ess-cmou-ext
Evergy.com/ess-cmou-int
Evergy.com/ess-primary-metered-services
evergy.com/ess-temporary-services
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https://www.evergy.com/meterpullrequest



















	RSFO General
	General
	Application

	Metering
	Active

	Meter Collar
	Active


	RSS General
	General
	General


	RSFO Dwelling Mounted Through Roof Guyed
	Single Can, Single Position
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp

	Single Can, Meter Breaker Combo
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp


	RSFO Dwelling Mounted Through Roof Unguyed
	Single Can, Single Position
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp

	Single Can, Meter Breaker Combo
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp


	RSFO Dwelling Mounted Under Eave
	Single Can, Single Position
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp

	Single Can, Meter Breaker Combo
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp


	RSFO Pole Mounted Customer Owned
	Single Can, Single Position
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp

	Single Can, Meter Breaker Combo
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp


	RSFO Ground Mounted From Pole
	Single Can, Single Position
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp

	Single Can, Meter Breaker Combo
	3W 120/240, 200 Amp
	3W 120/240, 400 Amp
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