m Environmental Consulting & Contracting

MEMORANDUM

March 13, 2026
Project No. 27222162.25

To: Evergy Missouri West, Inc.
Jared Morrison - Director, Water and Waste Programs

From: SCS Engineers
Jason Franks,
Shiloh Beeman, R.G.
Daniel Wiens, P.E.

RE: 7t Semi-Annual Remedy Selection Progress Report Pursuant to 40 CFR 257.97(a)
Sibley Generating Station
Fly Ash Impoundment

Evergy Missouri West, Inc. has implemented the U.S. Environmental Protection Agency Federal Coal
Combustion Residuals (CCR) Rule (Code of Federal Regulations 40 CFR 257 and 261) effective
October 19, 2015, along with subsequent revisions/amendments for the CCR surface impoundment
referred to as the Sibley Fly Ash Impoundment (FAI) at the Sibley Generating Station located in
Sibley, Missouri. Section 257.97(a) of the CCR Rule requires that the owner or operator of a CCR unit
that has completed an Assessment of Corrective Measures (ACM) for groundwater prepare a semi-
annual report describing the progress in selecting and designing the remedy. This report constitutes
the seventh semi-annual remedy selection progress report and is comprised of activities during the
period of September 2025 through February 2026.

The ACM was initiated for the FAI on April 18, 2022, in response to a statistically significant level
(SSL) of an Appendix IV constituent (molybdenum) exceeding the Groundwater Protection Standard
(GWPS). Pursuant to 40 CFR 257.96(a), a demonstration of the need for a 60-day extension for the
ACM was completed on July 15, 2022. The ACM Report was completed and placed in the facility
operating record and posted to Evergy’s CCR public website on September 15, 2022. Based on the
results of the ACM, Evergy must, as soon as feasible in accordance with the CCR Rule, select a
remedy that meets the standards listed in 40 CFR 257.97(b). A summary of the progress in selecting
a remedy in compliance with the CCR Rule is provided below.

SUMMARY OF ACTIONS

The following actions have been completed during the seventh reporting period (September 2025
through February 2026):
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o The first 2025 semi-annual assessment monitoring results were evaluated for statistically
significant increases (SSIs) and SSLs. No new constituents exceeded the GWPS and only
molybdenum will be considered in the selection of the final remedy.

e The second 2025 semi-annual assessment sampling event was performed on November 19,
2025. The groundwater data was validated on January 9, 2026, and an evaluation for SSls
and SSLs will be performed during the next reporting period.

e Additional activities related to the nature and extent (N&E) investigation of the Appendix IV
constituent (molybdenum) in exceedance of the GWPS pursuant to 40 CFR 257.95(g) were
performed. To better understand the extent and concentration of molybdenum, additional
groundwater data were needed. Groundwater samples were collected for molybdenum from
select N&E wells on November 20, 2025. Groundwater characterization for the N&E of
molybdenum in groundwater is ongoing.

e The annual assessment monitoring sampling event was performed on February 25, 2026.
The groundwater data will be validated and evaluated for new Appendix IV detections during
the next reporting period. Any newly detected Appendix IV constituents will be added to the
list of parameters for the semi-annual assessment monitoring events. New constituents
identified that exceed the GWPS will be considered in the selection of the final remedy.

e Continued efforts to better define the N&E:

o Evaluation of the groundwater analytical data collected during the prior reporting
periods that included the N&E monitoring wells and pilot test/aquifer pump test
wells, and TP-1 through TP-32 temporary Geoprobe™ wells.

o Collection of additional groundwater samples from 32 temporary Geoprobe™ wells.
o Evaluation of collected soil and groundwater results which included:

= Groundwater - pH, oxygen reduction potential (ORP), conductivity,
molybdenum, and iron.

= Bulk soil - pH, ORP, total solids, total molybdenum, dissolved molybdenum,
total iron, and dissolved iron.

= Bulk soil - seven-step sequential extraction procedure analysis for
molybdenum and iron.

= Bulk soil - pH-dependent leaching analysis for molybdenum and iron.
= Bulk soil - mineral phase identification by qualitative x-ray-diffraction (XRD).

o Continued development of soil and groundwater geochemical evaluations.
e Plugging and abandonment of 32 temporary Geoprobe™ wells within and around the FAI.

e Geochemical modeling using the USGS program PHREEQC (pH Redox Equilibrium) and the
commercially available Geochemists Workbench software to evaluate the speciation of Mo
under the FAI conditions and identify potential reactions that could impact the contaminant
transport through the conceptual hydrogeological site model.
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Continued refinement and modeling to simulate groundwater and contaminant flow and
transport. The modeling is being performed with the Finite Element Heat and Mass Transfer
Code (FEHM) to help provide estimates of potential pumping well spacing, potential
horizontal trench design, the quantity of groundwater to be pumped, the radius of influence,
effective capture zones, required cleanup times, and contaminant mass removal.

Preparation of a Draft Selection of Remedy report for internal review and discussion.

Anticipated activities for the upcoming semi-annual corrective measures selection progress period
(March 2026 through August 2026) include the following (subject to change):

Continue Assessment Monitoring:

o The annual assessment monitoring sampling event was performed in February 2026.
The groundwater data will be validated and evaluated for new Appendix IV detections
during the next reporting period. Any newly detected Appendix IV constituents will be
added to the list of parameters for the semi-annual assessment monitoring events.
New constituents identified that exceed the GWPS will be considered in the selection
of the final remedy.

o The second 2025 semi-annual assessment monitoring groundwater data will be
evaluated for SSLs compared to the GWPS. If additional constituents exceeding the
GWPS are identified, they will be confirmed through verification sampling and
considered in the selection of the final remedy as appropriate.

o The first 2026 semi-annual assessment sampling event will be performed in May
2026.

Continued groundwater level measurements and groundwater sampling for additional
monitoring of baseline concentrations for the N&E monitoring wells.

Continued efforts to better define the N&E and geochemical characteristics of soil and
groundwater:

o Continued evaluation of the soil and groundwater analytical data collected during the
prior reporting periods. This evaluation will include previously collected data from the
N&E monitoring wells, Geoprobe™ borings and temporary wells, and pilot
test/aquifer pump test wells.

Refine as necessary the numerical model to simulate groundwater and contaminant flow and
transport utilizing groundwater level, geochemical and material property data.

Continue engineering review and evaluation of the potential ACM treatment/disposal
alternatives to better evaluate corrective measures remedy selection. For these reviews,
emphasis will be placed on understanding and investigating alternatives with respect to the
groundwater levels, soil geochemistry material properties and analytical results with respect
to the design for impacted-soil removal, groundwater extraction methodologies (vertical wells
vs horizontal trench), potential handling of extracted groundwater (NPDES discharge,
treatment before discharge), and implementation.
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e Prepare the Final Selection of Remedy Report and a semi-annual progress report that
summarizes Evergy’s progress and status regarding design of the selected remedy, and
progress toward implementation of the remedy.





